
Specifications

Additional information can be found online at www.fireplaces.com

Palazzo

Please consult the manufacturer’s 
installation manual for all details and 
requirements before making a final 

design layout decision. 

Palazzo 
Outdoor Gas Fireplace

MODEL FRONT WIDTH BACK WIDTH HEIGHT DEPTH VIEWING AREA

ODPALG-48
Actual Framing Actual Framing Actual Framing Actual Framing

48 x 13-7/8
59-7/8 60 59-7/8 60 45-1/2 62-3/8 18-5/8 18-1/8

Left Side Right SideFront
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Specifications

GS/HHT/Palazzo-ODPALG-48_0815

PRODUCT LISTING CODES

US ANSI Z21.97-2014

CAN CSA 2.41-2014

Additional information can be found online at www.fireplaces.com

Product information provided is not 
complete and is subject to change 
without notice. Product installation 
must adhere strictly to instructions 
accompanying product to avoid risk of 
fire and potential injury.

Lakeville, MN          Web: fireplaces.com        
Phone: 888-427-3973        952-985-6000

FRAMING DIMENSIONSAPPLIANCE LOCATION

CLEARANCES TO COMBUSTIBLES

o

MANTEL PROJECTIONS

MANTEL LEG/WALL PROJECTIONS

Note: If this surface is 
inside the building’s 
warm air envelope... ...then this surface 

must be an exterior 
wall system.
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Note:  All 
measurements 
in inches.
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Mantel Leg or 
Perpendicular Wall

Top View of
Appliance

Cement Board

A 2" [51] minimum from edge of 
appliance to perpendicular wall

A

7" [178] minimum from fireplace opening
to perpendicular wall (one side only). 
Alcove installations require 14" from 
each side of the firebox opening.
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36"
[914]

62 3/8"
[1584]
minimum

header height

Cement Board [supplied)

Non-combustible material 
required to ceiling height.

: Vinyl siding must 
not be placed between the 
appliance opening and the 
ceiling/overhang.

NOTICE

7"
[178]

minimum - one side only.
Alcove installations require

14" [356] from each side
of the firebox opening.

88"
[2235]
minimum
height

Additio
nal

 Stru
cture or 

Sidewall

Ceiling or
Overhang

50"
[1270] 
minimum

*

* Non-combustible material 
(cement board) required from 
bottom of appliance opening to 
ceiling.

Noncombustible mat’l

Stand-Alone Installation
This appliance may be installed as a stand-alone unit.
• Cement board or other non-combustible material can be applied 

directly to the metal and covered with non-combustible facing 
material.

• When the stand-alone surround is constructed completely 
of non-combustible materials, stand-offs may be removed to 
permit a smaller structure.

• See Install Manual for additional details.




